











6. Prefilter basket cleaning

Please make sure that the electrical
supply is interrupted and it is not
possible to be accidently connected
before the pump to start working.

It must check the filter basket every day and clean it if
necessary.Before opening the prefilter cover, please close
the charge and discharge valves.

After the cleaning, please prime the
pump again and close the prefilter
cover. The pump can start working
again.

Note: High pressure cleaning is not allowed.

7. Winterizing
IF the pump will not be used during the winter, remove all
plugs and drain the pump and all piping. To drain the
pump, please take off the drain plug (69) from the pump
housing. Do not put the drainage screw up till the pump
willbe used again.

8. Maintenance

Please make sure that the electrical supply is interrupted
and itis not possible to be accidently connected before the
pump to start working.

The pump is designed fo not need muointenance under
normal working conditions. The motor bearings are
permanently lubricated.

9. Treuble shouting guide

Trouble

Cause

The pumg works, but dogs
not prime.

1. Mo water in the sfroiner pot.

2. Pump non purged.

3. Filtration in the piping/ suction
hose.

4, Incorred dosing of the
Iransparent lid.
- Chedk the prefilter bosket
- Tight well the lid screws

5. Too high suttion heod
- Moximum suction head

permitted is 3 mirs

6. The total of instalation charge
loss is superior to the pump
opodty
- (odulate agoin feh pressure
required.

7. Mechanicat seal leaking

The pump doss nol woek
satisfoctory,

1. Incorred direction of rotafing
{only in case of 3-phase pumps)
- Change fhe rotafing direction

2. The prefilter bosket or the
skimmer are dirty or blacked.
- Clean the prelilter basket

3. The water level in the swimming
paal is too low,
- Intrease the water level up to

the 4 of the pool capacity

4. The piping /hose Is partiolly

blocked by impurities

- Cleon the piping / suction hose.

Nd's dimensions drawing
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Subject to changes

ND- &M

MND-12M-T
ND-14M-T
ND-19M-T

544

ND-24M-T

ND-28M-T 759
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